NOTE:
1. HEATER SPECS: 40WATT, 28VOLT, INCONEL 600
2. TOTAL HEATER LENGTH: 9.71”
3. ALL SHARP EDGES TO BE REMOVED AND DEBURRED
4. HERMETICALLY SEALED BLOCK BCE EPOXY P/N MHC2553, MAX TEMP @ HEM SEAL TRANSITION 70C
5. ELECTRICAL TESTING:
   • 700 VDC, 3 SECONDS, HI-POT
   • MUST PASS NO LOWER THAN 100 MEGAOHM AT 500VDC, 3 SECONDS

NOTE:
1. HEATER SPECS: 40WATT, 28VOLT, INCONEL 600
2. TOTAL HEATER LENGTH: 9.71”
3. ALL SHARP EDGES TO BE REMOVED AND DEBURRED
4. HERMETICALLY SEALED BLOCK BCE EPOXY P/N MHC2553, MAX TEMP @ HEM SEAL TRANSITION 70C
5. ELECTRICAL TESTING:
   • 700 VDC, 3 SECONDS, HI-POT
   • MUST PASS NO LOWER THAN 100 MEGAOHM AT 500VDC, 3 SECONDS

NOTE:
1. HEATER SPECS: 40WATT, 28VOLT, INCONEL 600
2. TOTAL HEATER LENGTH: 9.71”
3. ALL SHARP EDGES TO BE REMOVED AND DEBURRED
4. HERMETICALLY SEALED BLOCK BCE EPOXY P/N MHC2553, MAX TEMP @ HEM SEAL TRANSITION 70C
5. ELECTRICAL TESTING:
   • 700 VDC, 3 SECONDS, HI-POT
   • MUST PASS NO LOWER THAN 100 MEGAOHM AT 500VDC, 3 SECONDS